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DRAINAGE��

�� ������������������������������������������������������������ �� �� ������������������Structure��No.����231��
��

��
Deck��

Drains��

��
��Number��

��
Type�� ��Length�� �� Angle��

��
Depth��*��

12��
150mm��steel��pipe��
with��500x200mm��

basin��
500mm�� 40�� N/A��

*�� For��asphalt��covered��decks,��recess��depth��in��mm��between��top��of��asphalt��and��top��of��drain.��
� � � �

��
�� Catch��
�� Basins�� NO� � � �

��
��

*�� Identify��location��of��catch��basins��as��N/E,��N/W,��S/E��etc.��using��the��same��
direction��of��north��as��shown��on��the��drawings.��

��
��
��Drainage����
�� Tubes��

NO��
��
�� Void��

Drains��
NO�� ��

��

��

��
Typical��Condition��of��East��Deck��Drainage��–��6th��from��north��



������������������������������������������������������������������������������������������������������������������������������������������������������������������������������������������������������������������������������������������������������������������

CONDITION��SURVEY��SUMMARY��SHEET���r��EXPANSION��JOINTS��
                                                                                                                  Site��No.��231��

��
��

��Dimension��
��

��
Abutments�� Intermediate

��
Remarks��

Joint��1��
��

Joint��2 ��
Joint��3��

��
Joint��4��

��
��

N�� S��
��
������a������(mm)�� 1350�� 1350� � � r� � � r� � 
��
������b������(mm)�� 120�� 120� � � r� � � r� � 
��
������b'����(mm)�� 120�� 120� � � r� � � r� �

 
  No expansion joints  

��
������c��������(mm)�� 6600�� 6600� � � r� � � r� �

 
   

��
������d��������(mm)�� 120�� 120� � � r� � � r� �

��
��

��
������d'������(mm)�� 120�� 120� � � r� � � r� �

��
��

��
������e��������(mm)�� 450�� 450� � � r� � � r� �

��
��

��
Depth��of��Asphalt��@��Deck��Side�� N/E�� S/E�� N/E�� S/W��

��
��

��
����1��������(mm)�� �r�� �r�� �r�� �r�� �r�� �r��

��
��

��
����2��������(mm)�� �r�� �r�� �r�� �r�� �r�� �r��

��
��

��
����3��������(mm)�� �r�� �r�� �r�� �r�� �r�� �r��

��
��

��
Width:��Top��of��Ballast��Wall��and��End��Dams��

��
��

��
�� Ballast��

Wall��
End��Dam��

Ballast��
Wall��

End��Dam�� N/E�� S/W�� N/E�� S/W��
��
��

��
������1��������(mm)�� �r�� �r�� �r�� �r�� �r�� �r�� �r�� �r��

��
��

��
������2��������(mm)�� �r�� �r�� �r�� �r�� �r�� �r�� �r�� �r��

��
��

��
������3��������(mm)�� �r�� �r�� �r�� �r�� �r�� �r�� �r�� �r��

��
��

��
������ Gap��Dimensions��

��
��

��
������1��������(mm)�� �r�� �r�� �r�� �r��

��
��

��
������2��������(mm)�� �r�� �r�� �r�� �r��
��
������3��������(mm)�� �r�� �r�� �r�� �r��

��
��

��
Misc.��Joint��Details��

��
Skew��Angle 00º 00’ 00” ��

��
��

��
������Exp�� �r�� �r�� �r�� �r��

��
��

��
������Fixed�� �r�� �r�� �r�� �r��

��
��

��
����Type�� �r�� �r��

��
��

��
������Leaking�� �r�� �r�� �r�� �r��

��
��

��
��Angle��size�� �r�� �r �r �r

��
��

��
Temp���qC��

��
Deck�� 25ûC Ambient 25ûC��

��
��

��
E�� ��������������������������������������������������������������������������������������������������������������������������������������JOINT��DIMENSIONS������������������������������������������������������������������������������������������������������������������������������������������W��

��
�� 1������������������������������������������������������������������������������������������2�� ������3��

��

��
��

Typical��Sections��at��Joints:����
��

��

��
��
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Survey��Equipment��and��Calibration��Procedures��
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SURVEY��EQUIPMENT��AND��CALIBRATION��PROCEDURES��
��
Component��Type:�� Exposed��Concrete��Bridge��Deck� � � �Site��Number:�� 231��

��
1.�� Delaminations:��

��
�� Weight��of��Chain:�� 2.2�� kg/m��
�� Other��Equipment:�� Hammer� � � �

��
2.�� Concrete��Cover:��
�� Covermeter��Make��and��Model:�� ELCOMETER��Protovale��331��
�� Battery��Check:�� Reading��at��Start��of��Test:�� OK��
� � � � Reading��at��End��of��Test:�� OK��
�� Concrete��Cover��Check:�� Location��of��Check:�� @��‘E/3’��
� � � � Actual��Depth��and��Rebar��Diameter:�� �r��
� � � � Reading��Before��Test:�� 56��mm��
� � � � Readings��Each��30��minutes��During��Test:�� 56��mm��
� � � � Reading��at��End��of��Test:�� 56��mm��
3.�� Corrosion��Activity:����

��
�� Half��Cell��Make��and��Model:�� MC��MILLER��Electrode��RE�r3a��(3”��ø)��
�� Multimeter ��Make��and��Model:�� Mastercraft��Digital��Multimeter��3R93��
�� Length��and��Gauge��of��Lead��Wires:�� 150��m��of��18��gauge��
�� Deck��Temperature:�� Start��of��Test:�� 25�� oC �� End��of��Test:�� 25�� oC
�� Ambient��Temperature:�� Start��of��Test:�� 25�� oC �� End��of��Test:�� 25�� oC
�� Battery��Check:�� O.K.��
�� Ground��Check:�� Method��of��Connection:�� self�rtapping��screw��
� � � � Ground��Location:�� @��‘A/29’� � � �Check��Location:�� @��‘D/9’��
� � � � Lead��Resistance:�� 1.9���: �� �� Voltage��Drop��(mV’s):�� 0.9��
� � � � Resistance��c:�� 1.9���: �� �� Resistance��Reversed:�� 1.9���: ��
�� Grid��Point��Potential��Readings��Check��–��See��Table��Below��

��

Location�� Initial��Reading�� Check��Reading��a��
Check��Reading��–��Latex��

Concrete��Overlay��b��
A51� � � r0.186� � � r0.186� � � r� �
A50� � � r0.138� � � r0.140� � � r� �
A49� � � r0.103� � � r0.104� � � r� �
A48� � � r0.122� � � r0.122� � � r� �
A47� � � r0.124� � � r0.125� � � r� �

a�� Check��at��least��five��readings��at��beginning��of��test��and��each��change��in��ground.��
b�� On��decks��with��latex��modified��concrete��overlay,��check��at��least��five��locations��by��drilling��holes��through��the��

latex��concrete��overlay��into��the��original��concrete��substrate.��
c�� Resistance��is��the��net��resistance��after��deducting��the��lead��resistance.����
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Site��Photographs��
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East Elevation 

West Elevation 
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